
NOTICE - This service data sheet is intended for use by 
persons having electrical and mechanical training and a 
level of knowledge of these subjects generally considered 
acceptable in the appliance repair trade.  The manufacturer 
cannot be responsible, nor assume any liability for injury or 
damage of any kind arising from the use of this data sheet.

SAFE SERVICING PRACTICES
To avoid the possibility of personal injury and/or property damage, 
it is important that safe servicing practices be observed.  The 
following are examples, but without limitation, of such practices.

1. Before servicing or moving an appliance remove power cord 
from electrical outlet, trip circuit breaker to OFF, or remove 
fuse.

2. Never interfere with the proper installation of any safety 
device.

3. GROUNDING:  The standard color coding for safety ground 
wires is GREEN or GREEN WITH YELLOW STRIPES.  Ground 
leads are not to be used as current carrying conductors. It 
is extremely important that the service technician 
reestablish all safety grounds prior to completion of 
service.  Failure to do so will create a potential safety 
hazard.

4. Prior to returning the product to service, ensure that:
 • All electric connections are correct and secure.
 • All electrical leads are properly dressed and secured away 

from sharp edges, high-temperature components, and moving 
parts.

 • All uninsulated electrical terminals, connectors, heaters, 
etc. are adequately spaced away from all metal parts and 
panels.

 • All safety grounds (both internal and external) are correctly 
and securely reassembled.
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IMPORTANT
DO NOT REMOVE THIS BAG

OR DESTROY THE CONTENTS
WIRING DIAGRAMS AND SERVICE

INFORMATION  ENCLOSED
REPLACE CONTENTS IN BAG

Resistance (ohms)
1000 ± 4.0

1091 ± 5.3

1453 ± 8.9

1654 ± 10.8

1852 ± 13.5

2047 ± 15.8

2237 ± 18.5

2697 ±  24.4
Open circuit/infinite resistance

RTD SCALE

Temperature °F (°C)
32 ± 1.9 (0 ± 1.0)

75 ± 2.5 (24 ± 1.3)

250 ± 4.4 (121 ± 2.4)

350 ± 5.4 (177 ± 3.0)

450 ± 6.9 (232 ± 3.8)

550 ± 8.2 (288 ± 4.5)

650 ± 9.6 (343 ± 5.3)

900 ± 13.6 (482 ±7.5)
Probe circuit to case ground

IMPORTANT
N’ENLEVEZ PAS CE SAC OU NE
DÉTRUISEZ PAS SON CONTENU

CONTIENT LES SCHÉMAS DE CÂBLAGE ET
LES INFORMATIONS DE RÉPARATION

REMETTRE LE CONTENU
DANS LE SAC

Résistance (ohms)
1 000 ± 4,0

1 091 ± 5,3

1 453 ± 8,9

1 654 ± 10,8

1 852 ± 13,5

2 047 ± 15,8

2 237 ± 18,5

2 697 ±  24,4

Circuit ouvert/résistance infinie

ÉCHELLE DU DÉTECTEUR DE TEMPÉRATURE
À RÉSISTANCE 

Température °F (°C)
32 ± 1,9 (0 ± 1,0)

75 ± 2,5 (24 ± 1,3)

250 ± 4,4 (121 ± 2,4)

350 ± 5,4 (177 ± 3,0)

450 ± 6,9 (232 ± 3,8)

550 ± 8,2 (288 ± 4,5)

650 ± 9,6 (343 ± 5,3)

900 ± 13,6 (482 ±7,5)
Circuit de la sonde mise à la

terre à la caisse

AVIS - Cette fiche de réparation est destinée à des personnes 
possédant une formation en mécanique et en électricité 
ainsi qu'un niveau de connaissance de ces domaines jugé 
généralement acceptable dans le secteur de la réparation.  Le 
fabricant ne peut être tenu responsable des blessures ou des 
dommages que l'utilisation de cette fiche pourrait entraîner.

PROCÉDURES DE RÉPARATION ET D'ENTRETIEN 
SÉCURITAIRES
Pour éviter les risques de blessures corporelles et/ou de 
dommages matériels, il est important de respecter les procédures 
de réparation d'entretien et les mesures de sécurité.  La section 
suivante présente quelques exemples de procédures sécuritaires.

1. Avant de réparer ou de déplacer l'appareil, débranchez-le, 
mettez le disjoncteur du circuit à la position OFF (arrêt) ou 
enlevez le fusible.

2.	 Ne	modifiez	jamais	l'installation	d'un	dispositif	de	sécurité.
3.	 MISE	À	LA	TERRE	:		Le	code	de	couleur	standard	des	fils	

de	mise	à	la	terre	est	VERT	ou	VERT	RAYÉ	JAUNE.		Les	fils	
de	mise	à	la	terre	ne	doivent	pas	être	utilisés	comme	fils	de	
transport. Il est extrêmement important que le technicien en 
entretien rétablisse toutes les prises de terre de sécurité 
avant d'effectuer la réparation.  Le non-respect de cette 
consigne peut entraîner un risque d'accident.

4. Avant de remettre l'appareil en service, assurez-vous que:
 • Toutes les connexions électriques sont en bon état et 

sécuritaires.
 • Tous les conducteurs sont couverts et à l'abri de rebords 

coupants, de composants qui atteignent de hautes 
températures et de pièces mobiles.

	 •	Tous	 les	 éléments	 chauffants,	 connecteurs,	 bornes	 non	
isolées, etc. sont à une distance adéquate de tout panneau 
ou pièce métallique.

 • Toutes les prises de terre de sécurité (à l'intérieur de l'appareil 
et à l'extérieur) ont été correctement remises en place.




