NEW FROM

transportable temperature systems'

iIntroducing

the cool new C M 1 2

The ceiling mounted

CM12 packaged air conditioning
unit provides a quick and easy
cooling solution for the most
critical hot spots.

For more information call:

800.367.8675

www.spot-coolers.com




The Only Spot Cooler
with its Footprint on the Ceiling

The ceiling-mounted CM12 packaged air conditioning unit * 10,500 Btu/h at 80°F 50% RH (Evaporator)
provides a quick and easy cooling solution for the most 95°%F 40% RH (Condenser)
critical hot spots. e 13,000 Btu/h at 95°F 60% RH

e 115V, 156 amps - no special electric required
Warning Signals & Audible Built-in 10” 2.7” Flange * No floor space needed
Alarms for Condensation Flanges Depth for Easy e Can fit into tight ceiling spaces
Overflow /23, i - Duct Installation

SPECIFICATIONS CM12

Cooling Capacity (BTU) 10,500
Air Flow (CFM) (High/Low) 324 CFM / 228 CFM
Voltage 115/1
Min-Max Voltage 105-125
Power Consumption (kW) 1.23
Current Consumption (AMPS) 11.9
k Built-in  Circuit Breaker Size (AMPS) 15
, , Mounting Brackets \Weight (Net Weight/Shipping Wt) 121/140
Wide Operating Range Designed for
Off-the-Shelf

Mounting Hardware
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Small Server Room

MOVINCOOL.

PREFERRED DISTRIBUTOR



