
Features & Benefits

• Steam-Assist oven

• Dual Four-Part Pure Convection system

• BrightVue™ LED & halogen lighting

• 7-inch LCD control panel with SmartThings Wi-Fi connectivity

• Chef Mode guided cooking

• Digital temperature probe

• Self-clean oven

• SoftShut™ hinges

30-Inch Single Wall Oven 
with Steam
$3,999 | TRANSITIONAL

DOB30T977S 30-Inch Single Wall Oven

DOB30T977SS/DA - Silver Stainless

Controls

CONTROL TYPE 7" Motorized LCD Touchscreen & Knobs

CHEF MODE GUIDED COOKING Yes

NUMBER OF KNOBS 2

ILLUMINA™ KNOBS White

WI-FI + SMARTTHINGS Yes

CLOCK Yes

DELAY START Yes

KITCHEN TIMER Yes

CHILD LOCK Yes

SABBATH MODE Yes

Steam Oven

OVEN CAPACITY (CU. FT.) 4.8

CONVECTION Dual Four-Part Pure

STEAM Steam-Assist

BAKE ELEMENT 3,000W - 8 Pass

BROIL ELEMENT 4,400W - 10 Pass

CONVECTION ELEMENT 2 x 1,300W

INSTANTHEAT™ (NO PREHEAT) Yes

TEMPERATURE PROBE Yes

LIGHTING BrightVue™ - LED & Halogen

SELF-CLEAN Self-Clean, GreenClean™

SOFTSHUT™ Yes

Weights & Dimensions

NET WEIGHT (LBS.) 84

SHIPPING WEIGHT (LBS.) 96

PRODUCT DIMENSIONS  
(W X H X D IN INCHES) 29 3/4 x 28 7/8 x 24 1/2

STANDARD CUTOUT REQUIRED  
(W X H X D IN INCHES) 28 1/2 x 27 1/4 x 23 1/2

FLUSH CUTOUT REQUIRED  
(W X H X D IN INCHES) 30 1/4 x 29 x 24 7/8

Technical Details

ELECTRICAL REQUIREMENT 240/208V, 60 Hz, 30A

Warranty

FULL COVERAGE 2 Years

Effective June 2023 | dacor.com
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Cabinet dimensions - single ovens

Standard cabinet dimensions

01 Dimensions provide minimum reveals. (except electrical supply location ‘E’)
02 Allow a minimum of 22” (559 mm) for clearance to adjacent corners, drawers, 

walls, etc. when door is open.

231/2” 
(597 mm)

281/2” 
(724 mm)

1” (26 mm)195/8” 
(498 mm)

1” (26 mm)

11/8” (28 mm)

11/2” (38 mm)

Top view Top view
(Cooktop installation)

Side view Front view

271/4” 
(692 mm)

281/2” 
(724 mm)

Min. 22” 
(559 mm)

Max. 91/2” (241 mm)

5” (127 mm)

4” (101 mm) 
For cooktop 
installation

Flush cabinet dimensions

01 Dimensions provide minimum reveals. (except electrical supply location ‘E’)
02 Allow a minimum of 22” (559 mm) for clearance to adjacent corners, drawers, 

walls, etc. when door is open.
03 Flush installation requires recessed strips (not included) attached to the side of 

the cabinet opening for mounting the oven.

247/8” 
(630 mm)

281/2” 
(724 mm)

1” (26 mm)195/8” 
(498 mm)

1” (26 mm)13/8” (33 mm)

11/8” (28 mm)

11/2” (38 mm)

Top view Top view
(Cooktop installation)

Side view Front view

29” (737 mm)

7/8” (20 mm) Cleat width

301/4” 
(767 mm)

Min. 22” 
(559 mm)

Max. 91/2” (241 mm)

5” (127 mm)

21/4” (57 mm) 
For cooktop 
installation
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Allow a minimum of 22” for clearance to adjacent corners, 
drawers, walls, etc. when door is open.
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Location requirements

IMPORTANT: Observe all governing codes and ordinances.
• Cabinet opening dimensions that are shown must be used.  

Given dimensions provide minimum clearance with oven.
• Recessed installation area must provide complete enclosure around the 

recessed portion of the oven.
• Grounded electrical supply is required. See “Electrical Requirements” 

section.
• Electrical supply junction box should be located 3” (76 mm) maximum below 

the support surface when the oven is installed in a wall cabinet. A 1” (26 mm) 
minimum diameter hole should have been drilled in the right rear or left 
rear corner of the support surface to pass the appliance cable through to the 
junction box.

NOTE

For under counter installation, it is recommended that the junction box be located 
in the adjacent right or left cabinet. If you are installing the junction box on rear 
wall behind oven, it is recommended that the junction box be recessed and located 
in the upper Right of the cabinet.

• Oven support surface must be solid, level and flush with bottom of cabinet 
cutout.

• Floor must be able to support a single oven weight of 199 lb (90 Kg).
• Floor must be able to support a double oven weight of 331 lb (150 Kg).

IMPORTANT: To avoid damage to your cabinets, check with your builder or 
cabinet supplier to make sure that the materials used will not discolor, delaminate 
or sustain other damage. This oven has been designed in accordance with the 
requirements of UL and CSA International and complies with the maximum 
allowable wood cabinet temperatures of 194 °F (90 °C).

Product dimensions - single ovens

287/8” 
(731 mm)

271/4” 
(691 mm)

31/2” 
(89 mm)293/4” (756 mm)

Front view

231/8” (587 mm)

Side view

13/8” (33 mm)

281/2” 
(724 mm)

471/4” (1200 mm) 
Conduit length

Top view
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Installation Cutout Dimensions (Flush)

Product Dimensions

30-Inch Single Wall Oven 
with Steam
$3,999 | TRANSITIONAL

DOB30T977S 30-Inch Single Wall Oven Effective June 2023 | dacor.com

Installation Cutout Dimensions (Standard)


