VENTILATION
CUSTOM INSERT WITH BLOWER (36"/48"/54")

VCIB36JP / VCIB48JP / VCIB54JP

VCIB36JP / VCIB48JP / VCIB54JP

QI e : PERFORMANCE

- Suitable for wall or island applications

- Three fan speeds

- Auto function senses heat from the cooking surface and adjusts
fan speeds

- Built-in ‘Clean Filter’ reminder light illuminates after 40 hours
of operation

- Delayed shut-off tackles lingering odors for up to 10 minutes
PROFESSIONAL

VCIB36JP -36-Inch

- Dishwasher-safe stainless steel baffle filters

- Filter systems are highly efficient at capturing grease

VCIB48JP -48-Inch - Deep capture area allows for efficient capture of smoke and steam
VCIB54JP —54-Inch - Powerfully Quiet® ventilation systems

. L - 10" duct outlet
Custom hood insert for use within wall

or island custom hood applications DESIGN

- A unique all in one box solution that includes the hood, a 1,000 CFM
blower, liner, baffle filters, lights, transition and a back-draft damper

SPECIFICATIONS - Stainless steel button controls

Available Hood Widths 36" /48" /54" - Halogen lighting spotlights your best recipes

Blower Integrated 1000 CFM - Remote control accessory
Blower Included

Duct Size at Discharge 10" Round

Ducting Direction Vertical and Horizontal

Dishwasher-safe Filters Stainless Steel Baffles

Halogen Lighting 36"-2 Bulbs

12V, 20 Watt Max., 48" / 54"-4 Bulbs

G-4 Base, Included

Electrical 120V AC, 60Hz

ROOF JACK, WALL CAP & TRANSITION

Roof Jack-RJ310 8-Inch Wall-Cap -WC8 Wall Cap-WC310 10-Inch-Wall Cap=WC10 Transition
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ACCESSORIES

Custom Hood Liners Remote Control Panel Stainless Steel 21" Tl
. ﬂﬂﬂll{\ - Backsplash I-_:$ F:‘
LINER236 36" wide Do bt PR VCI2REMKS pe Y R
LINER248 48" wide — - Stainless steel finish PA36JBS 36" wide -
LINER254 54" wide - Cable-connected to PA48JBS 48" wide
blower and hood controls

- Stainless steel - Cable length 30 ft. T

custom hood NN

liners to protect

the exterior base Ll

of custom insert et

- Custom hood liner completes
custom insert installation
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