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TOOLS YOU WILL NEED

Installation 36" Induction Cooktop 

Instructions 

BEFORE YOU BEGIN
Read these instructions completely and carefully.

•  IMPORTANT 
for local inspector’s use.

•  IMPORTANT 
codes and ordinances.

•  Note to Installer
instructions with the Consumer.

•  Note to Consumer – Keep these instructions  
for future reference.

•  Product failure due to improper installation is  

WARNING 

•  ATTENTION INSTALLER ALL 
COOKTOPS MUST BE HARD WIRED (DIRECT 
WIRED) INTO AN APPROVED JUNCTION BOX.  
A “PLUG AND RECEPTACLE” IS NOT PERMITTED 
ON THESE PRODUCTS.

•  Proper installation is the responsibility of the 
installer and product failure due to improper 
installation is NOT covered under warranty.

Pencil

1/8" Drill Bit & Electric or 
Hand Drill

Phillips Head 

 

MATERIALS YOU WILL NEED

 Junction Box  

per local electrical 
codes.)

for 1” Conduit

PARTS INCLUDED

Baffle
(For all installations



Installation Instructions

FOR YOUR SAFETY
•

Failure to do so could result in serious injury or 
death.

•

•

•

•

•  

your main disconnect switch is located. If you do 

IMPORTANT SAFETY INSTRUCTIONS

ELECTRICAL REQUIREMENTS

as noted on name plate. 

located.

Electrical Code (CEC).

wire is not needed for this unit. 



Installation Instructions

BEFORE YOU BEGIN

WARNING – The electrical power to 
the cooktop supply line must be shut off while 
connections are being made. Failure to do so 
could result in serious injury or death.

A

B

installation.

C

reference.

D

E

F

followed exactly as stated.

G

H  Installing cooktop in combination with other 
products. 

section. 
 

I

instructions to mount the product flush with 
the counter.

PRE-INSTALLATION CHECKLIST



Installation Instructions

1  

PREPARING THE OPENING

2  APPROXIMATE COOKTOP DIMENSIONS 5  

4  CUTOUT DIMENSIONS OF THE 
COUNTERTOP

  

near center of unit 
  

countertop

width of 
cutout

cutout and the wall 

of uprotected 

next to the 
name plate 
for minimum 
clearance to 
rear wall.

Clearance from 
countertop to 
unprotected 

surface

cutout to side wall on the 
left of the unit

from countertop to 

either side of unit

from cutout to 
side wall on the 

countertop must 
withstand heat  

3  VERTICAL CLEARANCES

3  VERTICAL CLEARANCES (Cont.)

DRAWER

6  FOR AMERICANS WITH DISABILITIES 
ACT (ADA) FORWARD APPROACH 
INSTALLATION ONLY:

countertop and an 
enclosure.

NOTE: 



INSTALLING THE COOKTOP

1  PROTECT SURFACE OF COOKTOP

surface.

3  ATTACH FOAM TAPE

Installation Instructions

2  INSTALL BAFFLE

NOTE:  

Hex Head 

4  LOCATE MOUNTING PARTS

 

Alternate Installation:

IMPORTANT:

Hold Down 

Countertop



Installation Instructions

5  INSERT COOKTOP INTO CUTOUT

INSTALLING THE COOKTOP (CONT.)

Hold Down 



a. 

a wire nut.

b. 
circuit red lead in ac cor dance with local 

c.

 
 

WARNING.

d.

NEW CONSTRUCTION AND BRANCH  
CIRCUIT CONNECTION

the wires from the conduit 

a.
b. 

WARNING.

ELECTRICAL CONNECTIONS

Installation Instructions

WARNING: Improper connection 
of alu mi num house wiring to copper leads 
can result in an electrical hazard or fire. Use 
only con nec tors designed for joining copper 
to aluminum and follow the manufacturer’s 
rec om mend ed procedure closely.

THREE-CONDUCTOR BRANCH CIRCUIT 
CONNECTION

the front of the 

Min.
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Installation Instructions

1  PRE-TEST CHECKLIST

A

B

C

D

CHECKLISTS

2  OPERATION CHECKLIST

A
surface.

B  

C

D

NOTE TO ELECTRICIAN:

insulation around the wire.

NOTE: ALUMINUM WIRING
• WARNING: 

IMPROPER CONNECTION OF ALUMINUM 
HOUSE WIRING TO THE COPPER LEADS CAN 
RESULT IN A SERIOUS PROBLEM.

• Splice copper wires to 

the manufacturer’s recommended connector 
procedure closely.

NOTE: 

local codes.
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Instrucciones Estufa de inducción de 36" 

de instalación 

HERRAMIENTAS NECESARIAS

ANTES DE COMENZAR
Lea estas instrucciones por completo y con 
detenimiento. 

•  IMPORTANTE 

•  IMPORTANTE 
•  Nota para el instalador –

•  Nota para el consumidor –

ADVERTENCIA 
tener una correcta conexión a tierra.

•  ATENCIÓN INSTALADOR 
TODAS LAS ESTUFA DEBEN CONTAR CON 
CABLEADO DE CONEXIÓN PERMANENTE 
(CABLEADO DIRECTO) DENTRO DE UNA CAJA 
DE CONEXIONES APROBADA.  EN ESTOS 
PRODUCTOS NO SE PERMITE LA CONEXIÓN DEL 
TIPO “ENCHUFE Y RECEPTÁCULO”. 

MATERIALES NECESARIOS

PIEZAS INCLUIDAS

 
 



Instrucciones de instalación

INSTRUCCIONES DE SEGURIDAD IMPORTANTES

PARA SU SEGURIDAD
•

•

•

•

•

•

REQUERIMIENTOS ELÉCTRICOS



Instrucciones de instalación

LISTA DE CONTROL PRE-INSTALACIÓN

ANTES DE COMENZAR

ADVERTENCIA –

A

B

C

D

E

F

G

H  Instalación de la superficie de cocción en 

 

I



Instrucciones de instalación

1  

CÓMO PREPARAR LA ABERTURA

2  DIMENSIONES APPROXIMADAS DE LA 
ESTUFA

5  

4  DIMENSIONES DE LA ABERTURA 
DE LA MESADA

  
 

 
  

 

 ESPACIOS LIBRES VERTICALES

6  INSTALACIÓN POR DELANTE 
ÚNICAMENTE DE ACUERDO CON LA 
LEY DE ESTADOUNIDENSES CON 
INCAPACIDADES (ADA) 

NOTA: 
 

DRAWER

3  ESPACIOS LIBRES VERTICALES  (Suit)



CÓMO INSTALAR EL ESTUFA

Instrucciones de instalación

1  PROTEJA LA SUPERFICIE DE LA ESTUFA

3  COLOQUE CINTA DE ESPUMA

2  INSTALE EL DEFLECTOR

NOTA:

4  LOCALICE LAS PARTES DE 
MONTAJE

 

Instalación Alternativa: 

 



CÓMO INSTALAR EL ESTUFA (Cont)

Instrucciones de instalación

5  INSERTE LA SUPERFICIE DE 
COCCIÓN EN EL ENCASTRE

 
 
 

 



CONEXIONES ELÉCTRICAS

Instrucciones de instalación

a.  
 

. 

c. 

ADVERTENCIA
d. 

CONEXIÓN DE CONSTRUCCIÓN NUEVA 
Y DE CIRCUITO DERIVADO

a.

 

ADVERTENCIA

ADVERTENCIA: Una conexión 

con aluminio y siga al pie de la letra el 

CONEXIÓN DE CIRCUITO DERIVADO DE 
TRES CONDUCTORES
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Instrucciones de instalación

LISTAS DE CONTROL

1  LISTA DE CONTROL PREVIA A LA 
PRUEBA

A

B

C

D

2  LISTA DE CONTROL DE 
FUNCIONAMIENTO

A

B

C

D

NOTA AL ELECTRICISTA:

este artefacto están reconocidos por UL 

mucho más elevadas que la clasificación 

transmitir corriente del conductor está 

NOTA: CABLEADO DE ALUMINIO
• ADVERTENCIA: 

UNA CONEXIÓN INADECUADA DEL CABLEADO 
DOMÉSTICO DE ALUMINIO CON CABLES 
DE COBRE PUEDE PROVOCAR UN GRAVE 
PROBLEMA. 

•
de aluminio utilizando conectores especiales 

procedimiento de conexión recomendado por 


