Installation Instructions for Top Mount Refrigerator =

£\ WARNING

To avoid electric shock, which can cause death or severe personal injury, do not connect your
refrigerator to an electrical power source until you have completed Step 3 of these instructions.

Tools Necessary: ) Plastic

& \
Phillips Head
or
Quadrex Head Socket 218
Screwdriver Wrench Set Wrench

% NOTE

These installation instructions
are provided only as a possible
customer option. We recommend
that you use a service or kitchen
contracting professional to install
your refrigerator.

Awl

1 Prepare The Installation Site

This document should only be removed by customer after installation.

Notice there are no

Include these minimum guidelines in your site
preparation:
e Choose a place near a grounded electrical
outlet.

¢ Do not use an extension cord or an adapter plug.

¢ Avoid direct sunlight and close proximity to a
range, dishwasher or other heat source.

¢ Floor should be level and able to support a fully
loaded refrigerator.

Allow the following clearances for ease of

installation, proper air circulation, and plumbing and

electrical connections:
Sides & Top: 3/s inch
Rear: 1 inch

T NOTE

Information about cabinetry
construction for your new appliance
is available for contractors. Call
1-877-435-3287.

4\ CAUTION

Room temperatures below 55°F
(13°C) or above 110°F (43°C)
will impair cooling ability of your
refrigerator’s compressor.

By now, you have already removed your refrigerator’s shipping carton.
You may still need to use a hand truck to move it through close spaces or
entrances. If the refrigerator is larger than an entrance, consider two options:

e Remove the entrance door if one exists.

e Remove the refrigerator doors (see how in your Use & Care Guide).

When using a hand truck:

Load refrigerator from side of cabinet only.
Do not run retaining straps over handles.
Do not over-tighten retaining straps.

3 Connect Water Supply

Never use refrigerator handles to move the refrigerator.
Remove tape from doors only after unit is in place.

4\ CAUTION

Shifting the refrigerator from side to
side may damage flooring.

What you will need:

e Access to a cold water CYe
line with pressure of ( ST P o
30-100 psi. !’,;.{.'Ev Pline 2
e Copper tubing with [
Va-inch (6.4mm)

OD. Length for this
tubing is the distance from the rear of the
refrigerator to your household water supply
line plus 7 feet (2.1 meters).

¢ A shut-off valve for the connection between your
household water line and the refrigerator supply
line. Do not use a self-piercing shut-off valve.

e A compression nut and ferrule (sleeve) for the
water supply connection at the rear of your
refrigerator.

4\ CAUTION

To avoid property damage:
o Use copper tubing for the water supply line
(plastic tubing is more likely to leak).

o Ensure water supply complies with local
plumbing codes.

% NOTE

Kit #53039117950, available from your
dealer, provides all materials for a water
supply installation, including 25 feet of
copper tubing and full instructions.

To connect the water supply to the rear of your refrigerator:

Plastic Water
Tubing to Ice Maker
Fill Tube

1 Ensure that the refrigerator is not plugged in.

2 Fush the supply line until water is dear by placing the end of the
copper tube in a sink or bucket and opening the shut-off valve.

3 Remove the plastic cap from the water valve inlet at the rear

4

Brass
Compression
Nut

Ferrule

of your refrigerator. Discard the cap. (Sleeve)
Slide the brass compression nut, then the ferrule (sleeve) onto 4| “-Copper
copper tube. Water Line
5 Push the copper tube into water valve inlet as far as it will go WEETD
(1/4 inch). Valve Inlet
6 Slide the ferrule (sleeve) into valve and finger-tighten the / Water Valve
compression nut onto valve. Tighten another half turn with a

Copper water line from
household water supply

wrench. Do not over-tighten.
7 Secure the copper tube to your refrigerator’s rear panel with a -

steel clamp and screw (see illustration). i et Ll
8 Coil the excess copper tubing (about 2" turns) behind your G el Gl

refrigerator as shown. Arrange coiled tubing to avoid vibration or wear against other surfaces.
9 Open water supply shut-off valve and tighten any connections that leak.

% NOTE

¢ The ice maker’s fill valve may operate noisily if the household water supply is shut off.
¢ After ensuring no water leaks exist at any connection, be sure to check for leaks again in 24 hours.

4 Place In Permanent Position

If possible, use a hand truck to position the refrigerator directly in front of its cabinet enclosure.
Be careful not to move the refrigerator beyond its water supply (copper tubing) connections.

Plug in the power cord, and push the refrigerator
4\ CAUTION

straight back into place.
¢ Shifting the refrigerator from side

:1 IMPORTANT to side may damage flooring.

If you are installing your refrigerator without ¢ Do not block the toe grille on the
connecting it to a water supply, make sure the ice lower front of your refrigerator.
maker’s power switch is turned Off (see the Use & Sufficient air circulation is essential
Care Guide for more details). for proper operation.

5 Level Refrigerator & Adjust Doors (if necessary)

Guidelines for final positioning of your
refrigerator:

e All four corners of the cabinet must rest firmly on

the floor.
¢ The cabinet should be level at the front and rear. &
¢ The sides should tilt 4-inch (6 mm) from front-to- "%
back (to ensure that doors close and seal properly). Figure 1

¢ Doors should align with each other and be level.

To level the cabinet using the front rollers:
1 Remove the toe grille (Figure 1).

Raise
ol @) k
2 Use a flat-blade screwdriver or 3/s inch socket @

¢}
. ) o @) or t
wrench to raise or lower the front rollers (Figure 2).
3 Use adjustable wrench to adjust leveling t T ———
screws. Lower the leveling screws on each side
clockwise until they contact the floor (Figure 3). Figure 2 Figure 3

% NOTE £\ WARNING

Raise the front of the refrigerator The anti-tip device
enough so the doors close freely when 2 must be installed

opened halfway. The refrigerator ?ncgt%dcit?gntsoiﬁheour
should slope V4 inch to Y2 inch Use & Care Ma¥1ual. . L
from front-to-back. Then level the Failure to do so will result in AEGD W
refrigerator from side-to-side. injury.

Figure 4 (some models)
4 Some models are equipped with an anti-tip bracket (Figure 4). Lower it clockwise until it
contacts the floor.

6 L lines indicating the
Remove Internal Shlpplng Matertape location.

We use packing foam and tape to secure the internal parts of your refrigerator for shipping.
Once the refrigerator is in position, you can remove this material.

2 Pieces of Tz 2 Pieces of Tape: -
focos ol Topo—| N
1 Shelf §
1 Shelf Spacer. eif Spacer- |
1 Piece of T:
1 Piece u!Tape‘\ 1 Plece of Tape iece of Tape-
Handle Kit [-g
g K"‘\ = 1 Piece of Tape
(1 Pie o)\ (1 Piece ulTape)‘\; M ]
2 Pie oa 2Pioces of Foam
|——1 Piece of Tap and Tape

2 Pieces of Tape- 2 Pieces of Tape.

1 Piece of Tape

1 Piece of Tapo——][E T2 Picces of Tape 1 Piece of Tape-

2 Pieces of Tape—[i 2 Pieces of Tape

2 Pieces of Tape

2 Pieces of Tape

2 Pieces of Tape

2 Pieces of Tape

2 Pieces of Tape

Location of these materials may vary depending on your model.

7 Controls

When changing controls, wait 24 hours before making additional adjustments.

(—— ) L NOTE

'l Allow 10 minutes for compressor to start
after initial start up or power interruption.

temperature

N = normal & Allow 24 hrs
for adjustment
coldest
* *
% H cold i u coldest
0°

temperature

A Ll
* recommended gmge‘ = fOIdES( Vegetables Fruits
‘H cold hi o
1 o e et o

* recommended

Humidity Control

8 Door Removal (if necessary)

If you need to remove the doors to get your refrigerator into the house, please see “Door
Removal Instructions” in your Use & Care Manual.

Top
Hinge
Cover
N
; .
o

Door Stop Door
Screw 1”&~ Stop

Washer
J

Hinge

Ping

Bottom
7: Hinge

“~._Screws

Shim
@ Pin
/|

Toe
Grille

_9 MInstallation Checkoff List
Ice Maker

O Handles are secure and tight O House water supply connected to refrigerator
O Door seals completely to cabinet on all sides O No water leaks present at all connections
O Freezer door is level across the top - recheck in 24 hours

Leveling O Ice Maker is turned ON.

]

O Refrigerator is level, side to side and tilted

Ya" (6mm) front to back O Shipping material removed
O Toe grille is properly attached to refrigerator O Fresh Food and Freezer controls set
O Cabinet is setting solid on all corners O Crisper Humidity controls set
Electrical Power O Registration Card sent in

O House power turned on
O Refrigerator plugged in

Not satisfied with the installation of your refrigerator? [> Please contact the store from which you purchased your refrigerator.

P/N: A01278402
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Instrucciones de instalacidon para el refrigerador de instalacidén superior

4\ ADVERTENCIA

Para evitar choques eléctricos, los cuales pueden causar la muerte o lesiones graves, no conecte el
refrigerador al suministro eléctrico hasta haber completado el paso 3 de estas instrucciones.

T NOTA

Estas instrucciones de instalacion
se ofrecen sélo como una opcién

Herramientas necesarias: ‘

« Ok Ge

Destumn@gr \ Espatula Alicated adicional para el consumidor. Le
con punta @ \A masila | recomendamos contratar a un
Phillips™ o Juego de llaves P fesi I d . d
punta Quadrex™ de cubo Llave ajustable tecnico profesional de servicio o de

instalacién de cocinas para instalar el
refrigerador.

1 Prepare el lugar de instalacion

Incluya estas pautas minimas para la preparacion del sitio

de instalacion:
o Elija un lugar que se encuentre préximo a un & NOTA

tomacorriente con conexidn a tierra.

« No use un cable de extension ni un adaptador. La informacion sobre la fabricacion de

o Evite la luz solar directa y la proximidad a una estufa, armarios para su nuevo electrodoméstico
lavavajillas o cualquier otra fuente de calor. esta disponible para los contratistas.

o El piso debe estar nivelado y debe poder soportar la Llame al 1-877-435-3287.
carga de un refrigerador lleno.

Deje los siguientes espacios libres para facilitar la

y
instalacion del refrigerador, la circulacion adecuada del aire A PRECAUCION

y las conexiones eléctricas y de plomeria:
Costados y parte superior: 3/8" (0,95 cm)
Parte trasera: 1 pulgada (2,54 cm)

Temperaturas ambiente menores de 55°F
(13°C) o superiores a los 110°F (43°C)
impediran la capacidad de enfriamiento
del compresor del refrigerador.

2 Transporte el refrigerador sin desempacar al lugar de
instalacion

En este punto ya retird la caja de empaque del refrigerador. Es posible que aln
necesite una carretilla para moverlo a través de entradas o espacios estrechos. Si el
refrigerador es mas grande que la entrada, considere dos opciones.

e Retire la puerta de la entrada (si existe).
e Retire las puertas del refrigerador (consulte las instrucciones en la
Guia de uso y cuidado).

Cuando use una carretilla:

e Levante el refrigerador por el costado solamente. 4

* No coloque los amarres de seguridad sobre las manijas. A PRECAU CION

¢ No apriete demasiado los amarres.

e Nunca use las manijas del refrigerador para moverlo. . .

¢ Retire la cinta de las puertas sélo después de que esté Si mueve el refrigerador de lado a lado,
en su ubicacién final. puede daiar el revestimiento del piso.

3 Conecte el suministro de agua

Qué necesitara:

e Acceso a una tuberia de

suministro de agua fria (
que tenga una presion de .
30 a 100 psi.

Tuberia

£\ PRECAUCION

del hogar A fin de evitar dafios materiales:

o Use tuberia de cobre para el suministro

e Tuberia de cobre de %" Conexion al Sumimitro de agua (la tuberia de plastico tiene mas
(6,4 mm) de didmetro probabilidad de causar fugas de agua).
externo. La longitud de esta tuberia es la distancia  « Asegurese de que el suministro de agua
desde la parte trasera del refrigerador hasta la cumpla con los cédigos de plomeria locales.
tuberia de suministro de agua de la vivienda mas
7 pies (2,1 m).

¢ Una valvula de cierre para la conexion entre la & NOTA
tuberia de suministro de agua de la vivienda y la
tuberia de suministro de agua del refrigerador. No

use una valvula autope.rforante. L su distribuidor, ofrece materiales para la

* Una tuerca de compresion y una guarnicion instalacién del suministro de agua, incluyendo
(manguito) para la conexion del suministro de agua = »5 pies (7,62 m) de tuberia de cobre y las
a la parte trasera del refrigerador. instrucciones completas.

El Kit N°© 53039117950, disponible de

Para conectar el suministro de agua al panel trasero del refrigerador:

1 Asegrese de que el refrigerador no esté enchufado. Te‘fggﬁg gﬁep:l:%ﬂécc?apggﬁ A
2 Coloque el extremo de la tuberia de cobre en el fregadero o en un Tuerca de
balde, abra la valvula de cierre y limpie la tuberia de suministro compresion
hasta que el agua salga limpia. e laton
3 Retire la tapa de plastico de la admision de la valvula de agua en
la parte trasera del refrigerador. Deseche la tapa. <
4 Inserte la tuerca de compresion de latén y luego la guarnicion 4| agua de cobre
(manguito) en la tuberia de cobre. 1

5 Inserte la tuberia de cobre en la admisién de la vélvula del agua 'ad‘f;‘gﬂg
; "

tan adentro como sea p05|blg (}/4" o 6’3,5 mm). _ Admision de

6 Inserte la guarnicién (manguito) en la valvula y apriete a mano la la valvula

tuerca de compresion en la valvula. Apriete media vuelta mas con
una llave. No apriete demasiado. Valvula de agua

7 Asegure la tuberia de cobre al panel trasero de su refrigerador con
una abrazadera de acero y un tornillo (vea la ilustracion).

8 Enrolle el exceso de tuberia de cobre (aproximadamente 2 2
vueltas) detras del refrigerador, como se muestra a continuacion. (El bucle debe incluir suficiente tuberia
Coloque la tuberia enrollada de modo que no se produzca vibracion para permitir sacar el refrigerador
ni desgaste contra otras superficies. PRI,

9 Abra la valvula de cierre del suministro de agua y apriete cualquier conexion en la que haya fugas.

L NOTA

e La valvula de llenado del fabricador de hielo puede generar ruido si el suministro de agua esté cerrado.

o Después de asegurarse de que no existan escapes de agua en ninguna de las uniones, vuelva a realizar
esta verificacion a las 24 horas.

-Tuberia de cobre para el
. agua proveniente del
Suministro de agua de la vivienda

4 Coloque el electrodoméstico en su ubicacion permanente

Este documento sélo debe ser retirado por el cliente después de la instalacion.

De ser posible, use una carretilla para colocar el refrigerador directamente delante de su alojamiento.
Tenga cuidado de no mover el refrigerador mas alla de las conexiones del suministro de agua (tuberias de cobre).

Enchufe el corddn y empuje el refrigerador derecho hacia atras -4
hasta que quede en su lugar. A PRECAUCION
=3 IMPORTANTE

¢ Si mueve el refrigerador de lado a lado,
puede dafar el revestimiento del piso.

Si va a instalar el refrigerador sin conectarlo al suministro ¢ No bloguee la rejilla inferior en la parte
de agua, asegurese de que el interruptor del fabricador de delantera de la base del refrigerador.
hielo esté apagado (consulte la Guia de uso y cuidado para Se necesita que la circulacién del

obtener mas detalles). aire sea la suficiente para asegurar el

funcionamiento adecuado.

5 Nivele el refrigerador y ajuste las puertas (de ser necesario)

Consejos para la colocacion del refrigerador en su

ubicacion final:

e Las cuatro esquinas de la unidad deben descansar
firmemente sobre el piso.

e La unidad debe estar nivelada en la parte delantera y trasera.

¢ Los costados deben estar inclinados %" (6 mm) de
adelante hacia atras (para asegurarse de que las
puertas cierren adecuadamente). Figura 1

e Las puertas deben estar alineadas la una con la otra y
estar niveladas. | subir k

Para nivelar el frigorifico mediante las ruedas frontales: O n O

1 Extraiga la rejilla inferior (figura 1). @

2 Use un destornillador plano o una llave de vaso de 35" (@) O
para elevar o rebajar las ruedas frontales (figura 2).

@)
3 Use una llave inglesa para ajustar los tornillos de t @7 ﬁwf
nivelacion. Afloje los tornillos de nivelacion de ambos
lados en el sentido de las agujas del reloj hasta que Figura 2 Figura 3
toquen el suelo (figura 3).

L NOTA &\ ADVERTENCIA -

Raise the front of the refrigerator enough El soporte antivuelco

so the doors close freely when opened debe instalarse

halfway. The refrigerator should slope Va o siguiendo las

inch to ¥z inch from front-to-back. Then :\';I‘St"UCfldones del —

i ide-to-si anual de uso oporte

level the refrigerator from side-to-side. mantemmiento; de o contrario,yse antiezeloo ‘

corre riesgo de lesion. Figura 4
(algunos modelos)

4 Algunos modelos estan equipados de soporte antivuelco (figura 4). Afldjelo en sentido de las agujas del
reloj hasta que toque el suelo.

6 Retire el material de empaque interno

Usamos cinta y espuma de empaque para fijar las piezas internas del refrigerador para su
transporte. Una vez que el refrigerador esté instalado en su lugar, puede retirar este material.

2 pedazos de cinta

1 espaciador de N O L
estants

Kit de manija
(1 pedazo de cinta)

1 pedazo de cinta

e\ gl
espuma y cinta C

|_— 1 pedazo de cinta 1 pedazo de cinta

2 pedazos de
espumay cinta,

1 pedazo de cinta

L —1

2 pedazos de cinta. 2 pedazos de cinta

1 pedazo de cinta T~ 2 pedazos de cinta 1 pedazo de cinta 2 pedazos de cinta

2 pedazos de cinta 2 pedazos de cinta

T~ 2 pedazos de cinta 2 pedazos de cinta

2 pedazos de cinta. 2 pedazos de cinta

2 pedazos de cinta

2 pedazos de cinta - 2 pedazos de cinia 2 pedazos de cinta

4 pedazos de cinta
Rejila inferior — |

T~— 2 pedazos de cinta pedazos de cinta 2 pedazos de cinta

Rejila inferior

2 pedazos de cinta—"]
2 pedazos do —
espuma

2 pedazos de cinta

2 pedazos de

La ubicacion de estos materiales puede variar segin el modelo.

7 Controles

Cuando cambie los controles, espere 24 horas antes de realizar cambios adicionales.

() $ NOTA

'| Deje que transcurran 10 minutos para que
. . se inicie el compresor después del arranque
(temberatara) inicial o de un corte de alimentacidn.
S s normal Allow 24 hrs
fl?\ladse?r'io) for adjustment
\ |
" *
‘ ! cold i g coldest
cold E 0°
t o npesae
\| (apagado]

garage coldest
(garale) (més frio)

Vegetables Fruits
hi

* recommended
(* recomendado)

—_

8 Desinstalacion de la puerta (de ser necesario)

Si debe retirar las puertas para que el refrigerador quepa por la puerta, consulte las "Instrucciones de
desinstalacion de la puerta" de la guia de uso y cuidado.

cold
(iro)

r off
(apagado) ™ >
* recommended
¢ recomendado)

control de humedad

Tope de
& la puerta
Arandela

o/ Pasador de
Ia bisagra

Tornillo del tope
Tapa de e Ia puerta -t
Ia bisagra
superior

Bisagra
7~ LR inferior

>~ Tornillos

Bisagra Ny
superior

Rejilla inferior

9 [MLista de verificacion de la instalacion

F Fabricador de hiel
O Las manijas estan firmemente instaladas O El suministro de agua esta conectado al
O La puerta se cierra bien contra el refrigerador en refrigerador

todos los lados O No hay goteos en ninguna de las conexiones -
QO La puerta del congelador esté nivelada en la vuelva a revisar después de 24 horas

parte superior. O El fabricador de hielo estd ENCENDIDO
Nivelacié I i6n final
O El refrigerador esta nivelado de lado a lado e O Material de empaque removido

inclinado 1/4” (6 mm) de adelante hacia atras O Controles del refrigerador y congelador
O La rejilla inferior esta firmemente instalada en el ajustados

refrigerador O Controles de humedad del cajon para verduras
O El refrigerador descansa firmemente sobre sus programados

cuatro esquinas O Tarjeta de registro enviada
Sumini léctri

O El suministro eléctrico del hogar esta activado
O El refrigerador esta enchufado

¢No esta satisfecho con la instalacion del refrigerador? > Péngase en contacto con la tienda donde lo comprd.

P/N: A01278402



PERFORMANCE DATA

NO LOAD & NO DOOR OPENINGS AT MID-POINT CONTROL SETTING

Type A With Run/Start Capacitor

65°F (18°C) Ambient

90°F (32°C) Ambient

Operating Time

25 to 35%

45 to 55%

Freezer Temperature

2°t0 8°F (-17°t0 -13°C)

0°to 5°F (-18°to -15°C)

SERVICE DATA SHEET
A01511901
STANDARD - AUTOMATIC DEFROST
TOP MOUNT FREEZER - R134a

IMPORTANT
PLEASE RETURN THIS SHEET TO ITS ORIGINAL LOCATION.

SERVICE MODE

Refrigerator Temperature

35° t0 40°F (2° to 4°C)

35° to 40°F (1° to 4°C)

Low Side Pressure (cut-in)

81to 16 psig (55 to 110 kPa)

8 1o 16 psig (65 to 110 kPa)

SERVICE MODE will step through available tests to diagnose individual electrical circuits. Fresh
Food compartment light will be OFF while in SERVICE MODE.

Low Side Pressure (cut-out)

1 to 4 psig (7 to 28 kPa)

1 to 4 psig (7 to 28 kPa)

High Side Pressure
(last 1/3 cycle)

110 to 120 psig
(758 to 827 kPa)

150 to 175 psig
(1034 to 1207 kPa)

Wattage (last 1/3 cycle)

140 to 185

140 to 185

Amps (running)

1.1t01.6

1.1t01.6

Base Voltage

115 vac (127 vac max)

115 vac (127 vac max)

IMPORTANT SAFETY NOTE

The information provided herein is designed to assist qualified repair personnel only.
Untrained persons should not attempt to make repairs due to the possibility of electrical
shock. Disconnect power cord before servicing this appliance.

IMPORTANT

If any green grounding wires are removed during servicing, they must be returned to their
original position and properly secured.

--> Press the door switch 3 times and hold the 4th press until 1 long

enter/exit beep is heard. The door switch must be pressed 4 times in 2 seconds.

initiate first/next test |--> Press the door switch 2 times; 2 short beeps acknowledge selection.

1 Compressor Press the FF door switch twice to start the first test. In each test, the

component listed will be powered on. The component will stay powered

2 Heater until the next test is activated, or until 5 minutes of inactivity expire. Listen

for operating sounds; feel for heat or air flow, as appropriate, to determine

3 | FF Light , , -
the result of each test. Press the FF door switch twice again to advance

4 Evaporator Fan between tests. Two beeps will sound to confirm the next test has started.

Normal Cooling Service Mode
Mode

Press Door Switch 3

Press Door Switch

Times and Hold 4th Press Until 2 Times
@> Long Beep <P Test 1: 2 Beeps Test 2: Power ON
Press Door Switch LCompressor ON to Defrost Heater I
Enters Service| 2 Times ) To Exit Service Mode from Press Door Switch
Mode 2 Beeps Press Door Switch  any Test Press Door Switch 2 Times
2 Times 3 Times and Hold 4th Press 2 Beeps
Manual Defrost 2 Be:eps

-

Test 3: Fresh
Food Light ON

Test 4: Evaporator
Fan ON

Press Door Switch 5 Times to
Enter Manual Defrost. POR
or Enter Service Mode to Exit
Manual Defrost.

Press Door Switch
2 Times
2 Beeps

Refrigerant Charge 4.25 0z. (121 g)
DEFROST SPECIFICATIONS AN\ CAUTION
Defrost . . . .
. All electrical parts and wiring must be shielded from torch flame. DO NOT allow
Safety Thermostat Heater Thermis- N X i i ..
v tor torch to touch insulation; it will char at 200°F and flash ignite (burn) at 500°F.
Cabinet Size: 18720’ Cut-in Cut-out Watts Ohms Termina- S E s e i) G U TS [TEL
tion
‘: 31 ch 51 732FC 375 35 ;;FC DOOR AJAR ALARM
(NbEl\i = F(AN M) T 63 Condition: Fresh Food Door is left open for more than 5 minutes and alarm sounds.
co S oTo Duration: Alarm will sound for 2 minutes, then stop. If the “Door Ajar” condition remains,
Watts RPM Amps the alarm will repeat every 30 minutes for two intervals.
3.1 1100 CW Opposite Shaft 0.03 Running Fresh Food Light: | After 15 minutes of “Door Ajar” condition, the Fresh Food light will turn off.
EVAPORATOR FAN MOTOR Reset: Close the Fresh Food door or Press the Fresh Food Door switch.
Watts RPM Amps MANUAL DEFROST
6.2 2600 CW 0.05 Running Unit will complete normal defrost cycle.
ICE MAKER SPECIFICATIONS enter --> Press the FF door switch 5 times in 2 secs.; Alarm sounds 5 short beeps
Electrical 115 vac (127 vac max) 60 Hertz to acknowledge MANUAL DEFROST.
Thermostat Opens at 48°F (9°C) Closes at 15°F (-9°C) (ice maker exit --> Cycle power to the unit or enter and exit
with black housing) SERVICE MODE. (See SERVICE MODE)
Heater Wattage 165 vac 9°F (-13°C) (ice maker Defrost is terminated when defrost thermistor located on the evaporator coil reaches 47°F.

with white housing)

ICE MAKER CONNECTOR PLUG CONNECTIONS

Safety Thermostat in the defrost circuit is a safety device only. It will interrupt power to the defrost
heater at 135°F.

Wire Number Wire Color Connects to:
1 Green / Yellow Ground
2 Yellow Water Valve
3 Black Line
4 Light Blue Neutral

ICE MAKER INFORMATION

Water Fill
Adjustment

Test Cycling: Remove cover by

inserting screwdriver in notch at

bottom and prying cover from housing. Use screwdriver to rotate motor gear counter-
clockwise until holding switch circuit is completed. All components of ice maker should
function to complete the cycle.

Water Fill Volume: The water fill adjustment screw will change the fill time. One
full turn is equal to 20cc (.68 0z.). The correct fill is 102 to 130cc (3.4 to 4.3 0z.).
When a water valve is replaced, the fill volume must be checked.
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TEMPERATURE/RESISTANCE CHART
FOR FRESH FOOD THERMISTOR AND DEFROST THERMISTOR
°F kOHMS °F kOHMS °F kOHMS °F kOHMS
-10 83.88 11 47.25 32 27.20 53 16.87
-9 81.56 12 46.02 33 27.04 54 16.49
-8 79.32 13 44.84 34 26.38 55 16.13
-7 77.15 14 43.67 35 25.75 56 16.77
-6 75.04 15 42.55 36 2513 57 15.41
-5 73.02 16 41.45 37 24.53 58 15.07
-4 71.02 17 40.39 38 23.95 59 14.74
-3 69.08 18 39.36 39 23.38 60 14.42
-2 67.16 19 38.36 40 22.83 61 14.10
-1 65.34 20 37.39 41 22.29 62 13.79
0 63.55 21 36.44 42 21.77 63 13.49
1 61.82 22 35.53 43 21.26 64 13.21
2 60.15 23 34.63 44 20.77 65 12.92
3 58.20 24 33.78 45 20.29 66 12.65
4 56.97 25 32.94 46 19.83 67 12.38
5 55.43 26 32.13 47 19.37 68 12.11
6 53.97 27 31.33 48 18.92 69 11.85
7 52.53 28 30.57 49 18.49 70 11.60
8 51.16 29 29.83 50 18.07 71 11.36
9 49.81 30 29.10 51 17.66 72 11.12
10 48.51 31 28.39 52 17.26 73 10.88




FREEZER COMPARTMENT MACHINE COMPARTMENT
MAIN BOARD HOUSING ASSEMBLY
ERF-1500
RED LOW VOLTAGE HIGH VOLTAGE LT.BLUE
RED | RED L RED CN2-8 45V NEUTRAL CN5.3 LTBLUE LTBLUE
GREY/BLK
GREY/BLK | GREY/BLK | / CN2-9 SENSOR (F NTO COMPCNIS RED RED
EVAPORATOR FAN
A YEL/GREY I:_ YEL/GREY I:_ YEUGREY | cna-12 DOOR LINE N1 BLACK BLACK
GREY GREY
N\ o\ L GREY | CN2-1 GND HEATERCN1-3 BROWN BROWN
COIL COVER
ORANGE
N ICE MAKER A A ORANGE| | ORANGE | N LAMP CN1-7 | YEL/BLK YEL/BLK
T GREY/WHITE
V¥V M GREY/WHITE - GREY/WHITE - CN2-10 DEFROST (FZ FANCN1-9 [ RED/WHITE RED/WHITE
= ] BLACK ] |BLACK M - NTO)
S S LT.BLUE
é g YELLOW 1 |yeLLow PS A A vhAh
&
GRN/YEL
e | ] dh T ™M™ “I PORKCHOP
E RED/WHITE _] RED/WHITE A A A vhvhh A A RED/WHITE | | RED/WHITE
LT. BLUE E YEL/BLK | |yewsk
DEFROST BI-METAL LT. BLUE A A A APV AN
o\ LT. BLUE ] T.BLUE
A\
o BROWN| [ |BROWN PN N A A VIV AMVN— BROWN] L BROWN
COIL HEATER
]| = ] Ak YELLOW YELLOW
RED A AN y - . ¥ ¥ -
GREY/WHITE logevwnite A A |
E viviv viviv BLACK | |BLACK
DEFROST THERMISTOR SPLICE (
<& PORKCHOP
viviv viviv LT.BLUE | |LTBLUE A — L
B | spuce | r E
o] IS = wl @ a = al J= @ o
HEE 5l £ g g == =
=] & N al 3| o o« U] S/ 5 5 >
2z 2
] O o
|—‘:|—| SEE
SERVICE CORD COVMVIF;’TESGSOR
CONDENSER FAN
1/M WATER VALVE
"
o, | X
215 AEEE
=[[ 2(Z5=
= [C 1 o

SLIDE POTENTIOMETER

FRESHFOOD COMPARTMENT

=

GREY.
YEL/GREY

GREY.
FRESHFOOD GREY
DOOR SWITCH YEL/GREY

LIGHT, AIR & WATER BOX
L&E%ﬁ( FRESHFOOD
/ LIGHT

FRESHFOOD
I~

Q THERMOSTAT

RED
GRY/BLK

E:
——————— DENOTES NOT ON ALL MODELS.
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