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Tucked neatly beneath your bridge 
cabinet, Genova quietly works out of 
sight. With a retractable Smoke-Gray 
glass visor that controls the hood’s 
500-CFM blower and lights, the 
Genova’s crescent-like body delivers 

stunning design and quality perfor-
mance. Available with an optional 
wireless remote.
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Optional Wireless Remote Control
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MODEL
Stainless Steel w/ Glass
Stainless Steel w/ Glass, 290 CFM

Size
Blower CFM (Min. - Max.) 
Sones (Min. - Max.)
290 CFM (Min. - Max.)
290 Sones (Min. - Max.)

FEATURES
Controls
Speed Levels
Auto Delay-Off
Lighting
Dual-Level Lighting
Filters
Recirculating Option
ADA Compliant

DUCT SPECIFICATIONS
Vertical Internal Blower 
Horizontal Internal Blower
400 CFM AC POWER
290 CFM AC POWER

OPTIONAL ACCESSORIES 
Recirculating Kit
Bloom™ GU10 LED
Wireless Remote Control

MOUNTING HEIGHT RANGE*

WARRANTY

ZGE-E30AS
ZGE-E30AS290

30”
230 - 500
1.7 - 5.3
210 - 290
1.4 - 2.8

Electronic Touch
3
Yes
Halogen, 50W x2
Yes
Decorative Mesh x1
Yes
Yes (with remote accessory)

6” Round
NA
120V, 60Hz at Max. 3.5A
120V, 60Hz at Max. 2A

ZRC-00GE
Z0B0040
14000005

24” - 32”

3 years parts, 1 year labor

ZGE-E36AS
ZGE-E36AS290

36”
230 - 500
1.7 - 5.3
210 - 290
1.4 - 2.8

Electronic Touch
3
Yes
Halogen, 50W x2
Yes
Decorative Mesh x1
Yes
Yes (with remote accessory)

6” Round
NA
120V, 60Hz at Max. 3.5A
120V, 60Hz at Max. 2A

ZRC-00GE
Z0B0040
14000005

24” - 32”

3 years parts, 1 year labor

*Mounting height refers to distance between top of a 36” tall cooking surface and bottom of hood.
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