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MODEL DESCRIPTION
L500ADA 30” Grill - 1 ProSear™ Burner & 1 Stainless Steel Burner (freestanding)
L500ADAR 30” Grill - 1 ProSear™ Burner & 1 Stainless Steel Burner with Rotisserie (freestanding)
L600ADA 36” Grill - 1 ProSear™ Burner & 1 Stainless Steel Burner (freestanding)
L600ADAR 36” Grill - 1 ProSear™ Burner & 1 Stainless Steel Burner with Rotisserie (freestanding)

IMPORTANT!



ADA CARE & USE/INSTALLATION  | 7



8    |  ADA CARE & USE/INSTALLATION



ADA CARE & USE/INSTALLATION  | 9



10    |  ADA CARE & USE/INSTALLATION



ADA CARE & USE/INSTALLATION  | 11



12    |  ADA CARE & USE/INSTALLATION



ADA CARE & USE/INSTALLATION  | 13



14    |  ADA CARE & USE/INSTALLATION



ADA CARE & USE/INSTALLATION  | 15

              WARNING

PROPER PLACEMENT OF EACH BURNER IS CRITICAL.  
AFTER CLEANING THEY MUST BE CENTERED ON 
THE ORIFICE, RESTING LEVEL WITHOUT ANY ROCK-
ING. REPLACE THE HEX HEAD SCREW TO  
SECURE THE BURNER.  

FAILURE TO MEET THESE CONDITIONS MAY CAUSE  
A  VERY DANGEROUS  CONDITION THAT CAN 
CAUSE PERSONAL INJURY AND PROPERTY DAMAGE.

Orifice all the way 

into the venturi
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PULL ON 
SPRING 
TABS TO 
RELEASE 
LIGHT 
COVER

 

Spark

Igniter
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•	Never install this product into a combustible enclosure without an insulated jacket. Doing so could result in 
fire, property damage and personal injury.

•	Never locate the grill under a roof or overhang, in a building, garage, shed or other such enclosed area. 

•	Never locate the grill under combustible construction. 

•	Installation must conform with local codes or, in the absence of local codes, with either the National Fuel Gas 
Code, ANSI Z223.1/NFPA 54, Natural Gas and propane Installation Code, CSA B149.1, or Propane Storage 
and Handling Code, B149.2,

WARNING

Be sure wind doesn’t blow into the hood gap.
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EXCESSIVE WEIGHT HAZARD! 

Use two or more people to move or install this 
unit. Failure to follow this instruction can result 
in back or other personal injuries.

WARNING
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Never connect a gas line directly to the grill. A 
pressure regulator must be installed on all gas 
equipment. All local codes require it and Lynx supplies 
the correct regulator with your grill. Removing or 
failing to install the pressure regulator can result 
in fire and serious personal injury and will void the 
warranty.

WARNING
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              DANGER

TO PREVENT FIRE OR EXPLOSION HAZARD, DO 
NOT SMOKE OR ALLOW ANY POTENTIAL SOURCE 
OF IGNITION (SPARKS, ELECTRICAL ARCING, ETC) 
IN THE AREA WHILE PERFORMING A LEAK TEST. 
LEAK TESTS SHOULD BE CONDUCTED OUT-
DOORS ONLY. NEVER CONDUCT A LEAK TEST 
USING FIRE OR FLAME.
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              DANGER

BE EXTREMELY CAREFUL AROUND HOT BURNERS 
AND OTHER GRILL PARTS.
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MODEL-SPECIFIC BTU OUTPUTS

MODEL TUBE BURNER ROTISSERIE PROSEAR™ TOTAL INPUT

L500ADA 1 @ 23,000 Btu/Hr N/A 1 @ 23,000 Btu/Hr 46,000 Btu/Hr

L500ADAR 1 @ 23,000 Btu/Hr 1 @ 12,500 Btu/Hr 1 @ 23,000 Btu/Hr 58,500 Btu/Hr

L600ADA 2 @ 23,000 Btu/Hr N/A 1 @ 23,000 Btu/Hr 69,000 Btu/Hr

L600ADAR 2 @ 23,000 Btu/Hr 1 @ 14,000 Btu/Hr 1 @ 23,000 Btu/Hr 83,000 Btu/Hr

MAXIMUM RUNS FOR ALL  
APPLIANCES ON SUPPLY LINE

Run Length
3/4” Pipe (in feet)

Max BTU for all  
Appliances on line

10 360,000

20 245,000

30 198,000

40 169,000

50 150,000

60 135.000

70 123,000

80 115,000
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