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ROMA

W
A
L
L MODEL

SIZE

NET WIDTH

PERFORMANCE
Internal Blower

Internal Blower Sones

COLOR
Stainless Steel

FEATURES
Controls

Speed Levels
Lighting

Dual Level Lighting
Filters

Recirculating
Duct Cover Extension

DUCT SPECIFICATIONS
Internal Blower - Vertical

Internal Blower - Horizontal

AC INPUT

AC POWER

OPTIONAL  ACCESSORIES
Recirculating Kit

Extension Kit (up to a 12' ceiling)

ZRA-E30AS /  ZRA-E36AS

30” / 36”

29-15/16" / 35-7/16”

290 cfm
3.2

SS

Mechanical Push Button
3
Halogen, 50W x 2
No
Metal Mesh x 2
Yes
Yes, Up to 12' Ceiling

6"
NA

120V - 60Hz

Max. 180W at 1.5 Amps

ZRC-0050
Z1C-00RA

ZRO-E3OAS /  ZRO-E36AS

30” / 36”

29-15/16” / 35-7/16"

600 cfm
6

SS

Mechanical Push Button
3
Halogen, 50W x 2
No
Metal Mesh x 2
Yes
Yes, Up to 12' Ceiling

6"
NA

120V - 60Hz

Max. 400W at 3.3 Amps

ZRC-0050
Z1C-00RA

Mounting Height (Ducted)

Mounting Height (Recirculating)

Min. ceiling height 7'9". Hood mounted 28" 
above cooking surface; 64" from floor.

Min. ceiling height 8'. Hood mounted 28" 
above cooking surface; 64" from floor.

Max. ceiling height 10'1". Hood mounted 36" 
above cooking surface; 72" from floor.

Max. ceiling height 10'1". Hood mounted 36" 
above cooking surface; 72" from floor.

29 15/16” (30”), 35 7/16” (36”)

3 15/16”

min. ducted - 29"
min. recirc. - 32 1/2"

max. 49"

3 11/32”

23” (each cover)

2” min.
overlap

22”

2”

11”

14”


