
LUCÉ

IS LAND

EUROPA

ZEPHYRONLINE.COM

Boasting an elegant slice of sleek stain-
less steel married with the subtle glam-
or of ambient lighting in Cloud White, 
Deep Blue and Amber, the Lucé is the 
(gorgeous) future of range hoods, here 
today. Featuring ACT™ technology, 

Bloom™ LED lighting, ICON Touch™ 
Controls and a versatile Recirculating 
Option. Includes an enhanced Quick-
Lock installation system with magnetic 
duct covers.
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INTERNAL BLOWER 
STANDARD

INTERNAL BLOWER with ACT™
AIRFLOW CONTROL TECHNOLOGY™*

Min. - Max. CFM

Min. - Max. Sones

200 - 600

1 - 6

is an exclusive feature built into specific Zephyr hoods which can 
limit the maximum blower CFM to meet local code requirements. 

*AIRFLOW CONTROL TECHNOLOGY™ (ACT™)

200 - 390

1 - 4

200 - 290

1 - 3
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CEILING HEIGHT

EXTENSION
DUCT COVER

STANDARD 
DUCT COVER

Ducted Mounting Height**

Recirc Mounting Height**

Ducted Mounting Height**

Recirc Mounting Height**

MODEL
Stainless Steel w/ Accent Lighting

Size
Blower CFM (Min. - Max.) 
Sones (Min. - Max.) 
ACT 390 CFM (Min. - Max.)
ACT 390 Sones (Min. - Max.)
ACT 290 CFM (Min. - Max.)
ACT 290 Sones (Min. - Max.)

FEATURES
ACT™ Technology
Controls
Speed Levels
Auto Delay-Off 
Lighting
Dual-Level Lighting
LED Accent Light 

Filters
Quick-Lock Installation 
Recirculating Option
Extension Duct Cover Option

DUCT SPECIFICATIONS
Vertical Internal Blower 
Horizontal Internal Blower
AC POWER

OPTIONAL ACCESSORIES 
Recirculating Kit
Extension Duct Cover
Make-Up Air Kit

MOUNTING HEIGHT RANGE**

WARRANTY

ZLC-M90AS

36”
200 - 600
1 - 6
200 - 390
1 - 4 
200 - 290
1 - 3

Yes
ICON Touch®
5*
Yes
Bloom™ HD LED, 3W x4
Yes
Yes; Cloud White, Deep 
Blue & Amber
Aluminum Mesh x2
Yes
Yes
Yes, Up to 12’ Ceiling

6” Round
NA
120V, 60Hz at Max. 3A

ZRC-00LC
Z1C-00LC
MUA006A

26” - 34”

3 years parts, 1 year labor

*When ACT™ is enabled the maximum speed levels will change. ACT 390 CFM = 4 speeds and ACT 290 CFM = 3 speeds.
**Mounting height refers to distance between top of a 36” tall cooking surface and bottom of hood.

ZLC-E42AS

42”
200 - 600
1 - 6
200 - 390
1 - 4 
200 - 290
1 - 3

Yes
ICON Touch®
5*
Yes
Bloom™ HD LED, 3W x4
Yes
Yes; Cloud White, Deep 
Blue & Amber
Aluminum Mesh x2
Yes
Yes
Yes, Up to 12’ Ceiling

6” Round
NA
120V, 60Hz at Max. 3A

ZRC-00LC
Z1C-00LC
MUA006A

26” - 34”

3 years parts, 1 year labor

8.5’

26” - 34”

26” - 34”

NA

NA

8’

26” - 33”

26” - 29”

NA

NA

9’

26” - 34”

26” - 34”

26” - 30.5”

26” - 26.5”

9.5’

28” - 34”

28” - 34”

26” - 34”

26” - 32.5”

10’

34” - 34”

34” - 34”

26” - 34”

26” - 34”

10.5’

NA

NA

26” - 34”

26” - 34”

11’

NA

NA

26” - 34”

26” - 34”

12’

NA

NA

28” - 34”

28” - 34”

is an exclusive feature built into specific Zephyr hoods which can 
limit the maximum blower CFM to meet local code requirements. 

AIRFLOW CONTROL TECHNOLOGY™ (ACT™)TM

C
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- Vertical Duct Application
- Foam Seal for Damper Closure

A B C D E
6”
7”

8”

6” 6” 2-7/8” 2-7/8” 1/4”
7” 7” 3-1/4” 3-1/4” 1/2”

8” 8” 3-5/8” 3-5/8” 3/4”

AK00029

AK00049

AK00069

M O D E L
D U C T
S I Z E

D I M E N S I O N S

BACK DRAFT DAMPE

FEATURES

3/4 View Side View

A

B

E DC

- Galvanized (G-90)
- NOT FOR USE WITH DRYER
  VENT APPLICATIONS

Side View

C

B

A

A B C
7x6”

8x6”
8x7”

1-3/4” 1-3/4” 5”

4-3/4”
4-1/4”

10x8” 5”

- Tapered for Best Air Flow
- Galvanized (G-90)

1-3/4” 1-3/4”
1-3/4” 1-3/4”
1-3/4” 1-3/4”

TAPERED REDUCER  

FEATURES

AK00039

AK00037

AK00035
AK00040

M O D E L
D U C T
S I Z E

D I M E N S I O N S

R

  round damper to prevent return-air from entering kitchen

Reduces round duct size
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3/4 View Top ViewFront View

A

C

D

G

E

B

F

- Aluminum Damper Included
- Mesh Bird Screen
- Rain Proof

AK00041
A B C D E

3-1/4” 10” 5-5/8” 11” 5”
F G

9-1/2”12-3/4”
M O D E L

D I M E N S I O N S

FEATURES

3/4 View

Top View

Side View

A

D
E

B

C

C

F

H

G

I

- Low Profile
- Install of Any Roof Pitch

A B C D E
6”
7”

8”

12” 6” 3” 15” 10”

12” 7” 2-1/2” 15” 11”

15” 8” 3-1/2” 15” 12”

10”

F G H I

15” 10” 2-1/2” 20” 16”

3-1/4”5-1/8”

5-1/8”
5-1/2”

6-1/2”

3-1/4”

3-1/2”
4-1/4”

1-7/8”

1-7/8”

2”
2-1/4”

3-1/4”

3-1/4”
3-1/4”
3-1/2”

AK00046
AK00047

AK00048
AK00050

ROOF CAP EXHAUST, J-VENT

Exhaust cap for round ducting, installs on roof

M O D E L
D U C T
S I Z E

D I M E N S I O N S

FEATURES
- Mesh Bird Screen
- Galvanized (G-90)

- Galvanized (G-90)
- NOT FOR USE WITH INLET
  VENT APPLICATIONS

WALL CAP EXHAUST, 3-1/4”x10” RECTANGULAR

Exhaust cap for rectangular ducting, prevents return-air, installs on exterior wall
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3/4 View
E

F

HG

D

D

A B C

Top View
Back View

- Mesh Bird Screen
- Rain Proof

A B C D E
6”
7”

6” 7-5/8” 8” 1” 8-1/2”

7” 8-5/8” 9-5/8” 1” 8-1/2”
8” 10” 11-5/8” 1-3/4” 8-1/2”

F G

8”

H
8-5/8”9”

10-3/4”
10-3/8”

9-5/8”

11-1/8”

7-1/8”

8-1/8”
10-3/8”

AK00030

AK00031

AK00032

WALL CAP INLET, ROUND

Fresh air inlet for round ducting, commonly used with make-up air kits

M O D E L
D U C T
S I Z E

D I M E N S I O N S

FEATURES

A B C D E
6”
7”

6” 7-5/8” 8” 1” 8-1/2”

7” 8-5/8” 9-5/8” 1” 8-1/2”
8” 10” 11-5/8” 1-3/4” 8-1/2”

10”

F G

8”

H

10” 12” 13” 1-3/4” 8-1/2”

8-5/8”9”
10-3/4”
10-3/8”

11-1/2”

9-5/8”

11-1/8”
13-5/8”

7-1/8”

8-1/8”
10-3/8”
13-7/8”

AK00042
AK00043
AK00044
AK00045

WALL CAP EXHAUST, ROUND

Exhaust cap for round ducting, prevents return-air, installs on exterior wall

D U C T
S I Z E

D I M E N S I O N S
M O D E L

3/4 View
E

F

HG

D

D

A B C

Top View
Back View

- Aluminum Damper Included
- Mesh Bird Screen

FEATURES
- Rain Proof
- Galvanized (G-90)

- Galvanized (G-90)



FEATURES

OPTIONAL ACCESSORIES

Meets International Residential Code M1503.4
Automatically opens when range hood is operating

24 VAC, 60 Hz AC motor

Automatically closes when range hood is off
24-gauge galvanized steel construction

AK00030 Fresh air inlet cap with screen, 6” round
AK00032 Fresh air inlet cap with screen, 8” round
AK00052 Fresh air inlet cap with screen, 10” round

Adjustment screw to adjust damper opening

D A M P E R
S I Z E

6” round

8” round

C F M  L E V E L

up to 600 CFM

up to 1,000 CFM

M O D E L

MUA006A

MUA008A

10” round up to 1,200 CFMMUA010A

of range hood motor

When range hoods exhaust air out of your home, negative air pressure is created 
unless the exhausted air is replaced by fresh outdoor air.  Zephyr’s Universal 
Make-Up Air Damper is designed to balance the air pressure in your home by 
automatically opening to allow fresh air in while the range hood is operating.

For use with any Zephyr hood operating over 300 CFM.

10”

8”

11
”

MUA008A
Make-Up Air Damper

10”

10
”

13
”

MUA010A
Make-Up Air Damper

Tra n s f o r m e r
I n s t a l l s  n e x t  t o  d a m p e r.  
I n c l u d e d  w i t h
M UA 0 0 6 A ,  M UA 0 0 8 A
&  M UA 0 1 0 A

P re s s u re  S w i t c h
C o m p o n e n t s

I n c l u d e d  w i t h
M UA 0 0 6 A ,  M UA 0 0 8 A

&  M UA 0 1 0 A
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10”

6”

9”

MUA006A
Make-Up Air Damper

UNIVERSAL MAKE-UP AIR DAMPER

O C T 1 3 . 0 2 0 1

Typical Installation

DAMPER

PRESSURE SWITCH
Mounts to ducting in hood and 
communicates with make-up air 
damper via low-voltage signal wires.

 central return air

fresh air inlet

signal wires



1

2

ZLC-M90AS
ZLC-E42AS



Ref # Part # Description Qty.
1 50050162 Duct Cover, Upper 2

2 50050163 Duct Cover, Lower 2

3 54110102 Support Frame, Upper 1

4 54110073 Bracket, Support Frame 1

5 54110074 Support Frame, Lower 1

6 50140127 Panel, Top (ZLC-M90AS) 1

6 50140128 Panel, Top (ZLC-E42AS) 1

7 50500156 Assembly, LED Accent Light (ZLC-M90AS) 2

7 50500157 Assembly, LED Accent Light (ZLC-E42AS) 2

8 50110164 Acrylic, LED Accent Light (ZLC-M90AS) 2

8 50110165 Acrylic, LED Accent Light (ZLC-E42AS) 2

9 54140199 Bracket, Electrical 1

10 56200051 Box, Component 1

11 54200017 Box, Electrical Junction 1

12 11030015 Wires, Electrical 1

14 54140099 Bracket, Motor 1

15 12120066 Motor 1

16 56200079 Box, LED Accent Light PC Board 1

17 11010049 PC Board, LED Accent Light 1

18 56210066 Cover, LED Accent Light PC Board Box 1

19 12050021 Capacitor 1

20 11010061 Main PC Board 1

21 52170053 Cover, Component Box 1

22 54060004 Damper, 6" Round 1

23 54150012 Plate, Motor Housing 1

24 50180002 Clip, Damper 2

26 11000115 Switch Assembly 1

Luce Is.
ZLC-M90AS, ZLC-E42AS



27 50110166 Light Panel, Rear (ZLC-M90AS) 1

27 50110167 Light Panel, Rear (ZLC-E42AS) 1

28 50120093 Side Panel (ZLC-M90AS) 2

28 50120094 Side Panel (ZLC-E42AS) 2

29 50200053 Filter, Aluminum Mesh 2

30 50110168 Light Panel, Front (ZLC-M90AS) 1

30 50110169 Light Panel, Front (ZLC-E42AS) 1

31 Z0B-0032 Bulb, Bloom LED, 3W 4

32 52170050 Cover, LED Accent Light Switch 1

33 54140114 Bracket, LED Accent Light Switch 1

34 54190031 Plate, LED Accent Light Switch 1

35 11040025 Switch, LED Accent Light 1

36 05000114 Hardware Packet 1

36-1 01650006 Screw, 3/16 x 1/4, Flat Head 4

36-2 01090001 Screw, M6 x 1" 4

36-3 15000002 Wire Nut 3

36-4 02170001 Washer 4

36-5 01070022 Screw, M4 x 8mm 8

36-6 01070021 Screw, M4 x 12mm 1
DEC15.0101
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